
IDENTIFICATION SHEET 

Final inspection: 
 
 
Name: 
 
 
 
Signature: 
 
 

Warranty conditions: 
 
1. On this product is applied 24 months warranty from the date of sale. The warranty is applied for material and manufacturing defects.  
2. The warranty has to be applied in the business organization, where the product was bought, or in authorized service repair shop. 
3. Properly filled Certificate of Warranty and a copy of acquiring document have to be advanced when applying the warranty. Do not pull 

down the identification card. It has to be readable and undamaged for the whole warranty period. 
5. The product has to be used entirely to the purpose, which it is determined for, the user has to follow the instructions mentioned in the instructions 

for use. Producer / distributor is not responsible for defects caused by incompetent handling in conflict with the instructions for use. 
6. The product has to be used, treated, maintained and stored properly according to directions mentioned in the instructions for use. 
7. The warranty proceedings can be initiated, if the product under claim has been sent complete in original package, carefully packed and secured 

against harm. The owner is obliged to advance the product under claim properly cleaned up, hygienically flawless due to common hygienic 
principles. The owner cannot ask the seller to do basic maintenance or cleaning of the product during claim proceedings. 

8. Every defect has to be claimed immediately 
9. The warranty is forfeit if the defects were caused by forbidden overloading, accident, violence or incompetent intervention into the product or 

incompetent handling. 
10.Warranty period cannot be interchanged with using period, i.e. period, for which, when used and treated properly including maintenance, the 

product, in respect of its characteristics, given purpose and difference in construction, can be used properly. 
11.The engineering solution does not guarantee the ideal direction trails. 

Purchase date (day, month, year): Name (type), phone number, stamp, signature of seller: 
 
 
 
 

___.___.200__ 

The product is under warranty for period of 
24 months after date of purchase. 

The warranty covers faulty material and 
processing defects. 
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OPTIONAL ACCESSORIES - REHAB BUGGIES 
CORZO Xcountry, CORZINO Classic 
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Manufacturing and Distribution:  

PATRON Bohemia a.s. 
Českolipská 3419 

CZ- 27601 Mělník, Česká Republika 
tel.: +420-315 630 111 
fax.: +420-315 630 199 

Info.cz@patro.eu 
http:// www.patron.eu 



Headrest (pair)  
RPRN002UN 
Before you seat the child into the buggy and find an appropriate height of the headrest unfasten the five points safe-

ty belt. Find the appropriate height of the headrest and take the 
child from the buggy. Put the headrest to the backrest base on 
appropriate height size: 
The highest position: - the shorter Velcro underneath straps get 
through above holes on backrest and the longer above Velcro 
straps flip over backrest edge. The belts on backside of the 
backrest secure by dry zipper.  
The lowest position:  the shorter Velcro straps get through 
according appropriate height by holes backrest base and the 
longer uppercase Velcro straps get through of backrest base 
over the shorter underneath straps. The straps on the backrest 
fasted with dry zippers. At the end secure the headrest on the 
backrest with dry zippers.  
Headrest width: - before you get the headrest on the backrest, 
set the headrest width. On the underneath belts of pillows first 
unfasten the auto patents and put off the pillows from the side 
straps. Turn it by 180 degrees and get on the side belts again. 

At the end fasten the pillows with auto patents on the 
underneath belts.  

Hood  
RPRB001UN 
fit - insert hood brackets into both hood attachments on the 
backrest frame ( see detail) , side parts of the hood upholstery 
fasten with plastic clips to the chassis, or unzip and put into 
the net pocket. The hood can adjust by pushing onto the hood 
frame.  
remove - press the hood fittings releases and pull the hood 
out of the hood attachments could be rolled out. 

Abductor block 
Put the buckle, which is sewed on the bottom part of the 
block, through one of two holes on the seat, and secure the 
block using Velcro. (direct zipper outwards ).  

 
 

MAINTENANCE OF ACCESSORIES 
 

− if the accessories are damaged or in need of any repair, only the approved repair centre is allowed for this ser-
vice.  Alternatively, PATRON Bohemia a.s. customer department is available for products information. 

− only PATRON Bohemia a.s. replacement parts should be used on these accessories. 
− make sure you are familiar with the operation of the accessories. 
− all accessories can be washed by hands 
− never clean with ammonia based, bleach based or spirit type cleaners 
− after exposure to damp conditions leave in warm environment 
− store the accessories in a dry and safe place 
 

PATRON Bohemia a.s. reserve the right to make design changes to any their products as part of their continuous 
development programme. 



Basket - fabric  
RPRB008UN 
Maximum load of fabric basket is 3 kg. 
Secure the higher part of basket by straps with studs from the out-
side on the front side frame. Lower part of basket secure by straps 
with studs on the frame of seat  (rear frame of chassis). 

Summer legsmuff 
Mount the legsmuff upper part to pipes, which stretch the uphol-
stery on the back side, using plastic sleeves. There are two straps 
on each side of the legsmuff, fasten them using velcros to chassis 
pipes. 

Comfort seat cover  
RPRB003UN 
Take off shoulder straps of five point imm.belt from holes 
on backrest and unbrace the main fork type fastener of five 
point imm.belt. Release the rear brace and fold the buggy 
slightly. Put the cover on the seat. Fasten the dry zipper of 
the cover at the rear top of backrest. Find the appropriate 
position the middle fastening strap - it must reffer to the 
line between backrest and seat. Fasten the backrest middle 
fastening straps of the cover. Cut a hole in the artificial 
leather band according to the position of the seat part of 
five points imm.belt. Put the seat part of the belt through 
the hole in cover. Flip the seat cover over the seat edge 
secure by the seat straps in the space between cover and 
seat. Act according to the picture in case you have the 
buggy of seat width 38 and you use the backrest height 
extension. At the end pass through shoulder belts of five 
point imm.belt through holes on padded seat cover and 
through leathers holes of backrest. 

Feet fixation  
RPRB006UN 
Mounting - fix the belt on the footrest with dry zipper strap. 
Put the straps through the footrest holes and on the under-
neath the footrest fasten with dry zippers Enlace the occu-
pants ankles to fix, put strap through metal clip and secure it 
with dry zipper. Make sure for child legs are enough fixed, 
but not to much tighten. The occupant must always feel com-
fortable. 

Headwings 
Unfasten the five-point imm. belt, seat the child into the buggy and determine 
appropriate height of headwings. Take the child out of the buggy. Get elastic 
straps around backrest over handgrips. If it is not possible, unfold to loose a 
buggy a bit.  Place headwings on the buggy in desired height. 
Highest position - put longer Velcro straps through upper holes on the backrest, 
and turn the shorter Velcro straps over upper edge of the backrest. Fasten vel-
cros on the back side.  
Lower position - put longer Velcro straps in desired height through holes on the 
backrest, and put also shorter Velcro straps through holes. Fasten velcros on the 
back side.  

Thigh fixation 
Mounting - attach the thigh fixation to the seat by straps with 
Velcro. Put the thigh fixation onto the front part of the buggy seat 
and fasten the straps underneath the seat by Velcro. Fasten the 
thighs of the child by using the straps with Velcro, which you put 
through the metal clips and secure them by Velcro. Be careful, 
that the legs of the child are fixed sufficiently but not too tight-
ened. 



H - style harness  
RPRB007UN 
Fitting – Pull out plastic ladderlock buckle from upper straps of the 
harness and put these straps through holes on the backrest in appro-
priate height . Thread straps into ladderlock on the back side again 
and ensure them. The lower straps thread an anchor point on side 
and secure them with slider buckle. ( see detail )                                                                                                                                                                                                           
Adjusting - unfasten the front release locks and open the H - style 
harness. Seat child into the buggy, adjust the length of the straps and 
fasten the locks. The occupant must always feel comfortable.  

Side trunkrest (pair)  
RPRB004S, RPRB004M 
Unfasten the five-point imm. belt, seat the child into the buggy and 
determine appropriate height of the trunkrest. Take the child out of 
the buggy. Put the side trunkrest in the appropriate height and secure 
it by side belts with the Side-Release Interlocking Buckles ( see 
detail ) on the back side of backrest. The five point belt must be 
inside of the Side trunkrest.  After that unfasten the Velcro of the 
trunkrest in front, put the child in buggy and lock the five safety belt. 
Than fasten the side trunkrest by Velcro to fixed secure but still 
enough comfortable position for the child.  

detail 

Immobilisation waistcoat  
RPRB005UN 
Fitting – Pull out plastic ladderlock buckle from upper straps of 
the waistcoat and put these straps through holes on the backrest in 
appropriate height . Thread straps into ladderlock on the back 
side again and ensure them.  Lead Middle straps around the 
backrest and secure them with cam buckle behind.  The lower 
straps thread an anchor point on side and secure them with slider 
buckle. ( see detail ) 
Adjusting  - unzip the waistcoat or if necessary unfasten the front 
release locks and seat the child into the buggy. Adjust the length 
of all straps and fasten the locks. The occupant must always feel 
comfortable.  

Rain cover 
The rain cover should be pulled over the stroller, so the hood and also 
the footrest would be covered.  Store clean and dry.  

detail 


